
Engineered Custom Lubricants         ISO/TS16949:2009  • Registered QMS

3851 Exchange Ave.  •  Aurora, IL 60504  •  T: 630.449.5000  •  F: 630.585.0050  •  E: customerservice@ecllube.com  •  www.ecllube.com

DISCLAIMER: Since we cannot anticipate or control the many different conditions under which this information and our product may be used, we cannot 
guarantee the applicability of this information or the suitability of our product in any individual situation. For the same reason, the product discussed is sold 
without warranty expressed or implied. Please contact Engineered Custom Lubricants for assistance and recommendations prior to writing or releasing any 
engineering specifications. ECLI Products, LLC, owns and does business as Engineered Custom Lubricants and Lubrication Technology.

CHRISTO-LUBE MCG 208

  CHRISTO-LUBE® MCG 208 is a general purpose silicone compound. It is most frequently used as a valve and O-ring lubricant; 

however, the material’s unique dual nature of lubricity and sealing, supports a long list of applications. Applications range from a 

valve and O-ring lubricant in small, hydraulic piston assemblies to high vacuum sealant in laboratory services.

BASE OIL CHARACTERISTICS TYPICAL VALUE *

Type Silicone

GREASE CHARACTERISTICS

Thickener Silica

Color Translucent

Appearance Smooth

Penetration (ASTM D217 / DIN 51804-T1) Worked 60X 200-300

Oil Separation (ASTM D6184) 24h at 200°C 1% max.

Evaporation (CTM-1) 24h at 200°C 2% max.

Water Washout (ASTM D1264) 1.3%

Start 944 gm-cm
Low Temperature Torque (ASTM D1478) -54°C

Running 885 gm-cm

Volume Resistivity (ASTM D257) 4.0 x 1014 Ω-cm

Dissipation Factor ((ASTM D150) 0.0016

Dielectric Constant (ASTM D150) 2.2 (@ 1Khz)

Dielectric Strength (ASTM D149) 10 mil gap 800 volts/mil

Specific Gravity (CTM-2) 25°C 1.02-1.06


